
יתרונות המערכת

מערכת ולידית העומדת בכל הדרישות הרגולטוריות.  •

רגש אלחוטי המאפשר גמישות בהתקנה ובעבודה השוטפת.   •

הרגש משדר אונליין ובהעדר תקשורת מתריע, ואוגר עד   •
3000 דגימות.  

רכזת תקשורת המאפשרת איכון GPS בזמן אמת.   •

מסך דשבורד ייעודי לצפייה בנתוני הרגשים בזמן אמת.  •

ביצוע אסקלציות להתרעות חריגה.   •

קבלת הודעה על חזרה לטווח פעילות תקין.   •

דוח חריגות על פי דרישה ברמה יומית/שבועית/חודשית.  •

המערכת תומכת בריבוי משתמשים על פי הרשאות צפייה.   •

מגוון רחב של דוחות וגרפים לעיבוד מיטבי של המידע.   •

הנתונים הנדגמים נשמרים בענן במשך 7 שנים.   •

אפליקציה ייעודית לצפייה בנתונים הנמדדים.  •

המערכת מספקת פתרונות ניטור ובקרה בתהליך שרשרת האספקה, ומותאמת 
למגוון תחומים: תעשיית הפארמה, לוגיסטיקה, אחסנה והובלה בקירור, קנאביס 

רפואי, תעשיית המזון, החקלאות ועוד. הרגשים מנטרים פרמטרים שונים כגון: 
טמפרטורה, לחות, תזוזה, נפילה, תנועה ומגנטיות.

PowerSense
רגש לניטור טמפרטורה ולחות

רגש אלחוטי מתקדם, בעל יכולת דיוק גבוהה במיוחד, המשולב במערכת Pointer IoT המיועדת 

לניטור טמפרטורה ולחות. המערכת חכמה ומושתתת על רגשי PowerSense המשדרים נתונים 

לרכזת בתקשורת בלוטות' בזמן אמת. הנתונים מועברים לתוכנה ולידית המותאמת לדרישות 

הרגולטוריות והתקנים המחמירים לאחסון והובלת תרופות של משרד הבריאות, ובכללם:

FDA 21 CFR Part 11, EU Annex 11, EN 12380, GAMP5  ונוהל 126.
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מפרט טכני 

BLE

BLE Technology BLE 5.3 /2.4GHz. by Nordic nRF52833

Power

Internal Battery 3.6V Lithium-Thionyl Chloride, AA size, 2500mAh

Consumption 75uA at Temperature & Humidity sampling and transmitting every 1 min

Environmental

Temp, operation -40°C to +85°C (Depending on battery type)

Temp, storage -40°C to +85°C (Depending on battery type)

Humidity Operating range 0% to 100%

Ingress Protection IP67

Vibration, Impact Shock resistance according to EN 60068-2-27
Vibration according to EN 12830

Power transients Unit passes all relevant environmental regulation tests

Certifications

Communication FCC, CE

Regional

EN 13485 and EN 12830 - Temperature recorders for transporting, storing, and distributing chilled,
forzen, deep-frozen food and ice cream. Tests performance and suitability. 
Response time: Maximum 5 minutes 
Class 0,2: ±0,2°C 
Suitability for storage (S) and/or transport (T)

Data Retention

Memory Up to 3,000 Temp and Humidity Samples

Size

Dimensions 94.1 x 39.2 x 26.4 mm (L x W x H)

Weight 13 gr

Installation

Mounting Nylon/metal tie-wraps, 2 screws and/or two-sided adhesive

Features

Movement

3D, ±2g/±8g range, 12 Bit representation, 1mg/4mg resolution
• Vibration sensing with programmable threshold
• Free-fall sensing with programmable threshold
• Impact sensing with threshold up to 8g

Humidity Sensor

Operating range and accuracy (%RH):
Operating range 0% to 100%
  
Accuracy
10% to 50% RH; TYP ±0.5% RH; MAX ±2.0% RH
50% to 70% RH; TYP ±1.0% RH; MAX ±2.0% RH
70% to 80% RH; TYP ±1.0% RH; MAX ±2.5% RH
80% to 90% RH; TYP ±1.5% RH; MAX ±3.0% RH
  
Resolution 0.1% RH, Tested at 25°C

Temperature Sensor

Operating range: -40°C to 85°C

Accuracy (°C):
-40°C to 0°C; TYP ±0.1°C; MAX ±0.3°C
0°C to 50°C; TYP ±0.1°C; MAX ±0.2°C
50°C to 85°C; TYP ±0.1°C; MAX ±0.3°C 

Resolution: 0.1°C

Magnetic Sensor 10-30mm range an optionally provided magnet. 
Used to detect open/closed door and/or power “On”/”Off”

www.poiner4u.co.il | 073-2288522 :לפרטים נוספים


